JRS

Scaffolds

JRS LOCK SYSTEM's unique node point connection allows up to four horizontal members to be
connected to a vertical member in one single action without the use of nuts and bolts or wedges. The
locking device is formed by two cups, a fixed lower cup which is welded to the vertical component at

pre-located intervals and a sliding upper cup. The forged blade ends of the horizontal components
are located into the lower cup, the upper cup is moved down and rotated to secure the components in

h place and then a hammer blow results in a positive and rigid connection.
l. VERTICAL
e Height Weight
Product Code Description
_; F Feet Lbs
CL-VB-10-H 1 Cup Vertical 1'-8" 9.50
CL-VB-33-H 2 Cup Vertical 33" 13.50
CL-VvB-411-H 3 Cup Vertical 4'-11" 19.00
CL-VB-66-H 4 Cup Vertical 6'-6" 25.00
CL-VB-82-H 5 Cup Vertical 8'-2" 31.50
CL-VB-910-H 6 Cup Vertical 99" 36.50

LEDGER
T Length | Weight

Product Code Description Feet L bs
CL-H-110-H Ledger 110" 5.30
CL-H-270-H Ledger 2.7 7.10
CL-H-30-H Ledger 3 8.50
CL-H-360-H Ledger 3'-6" 9.50
CL-H-40-H Ledger 4 10.50
CL-H-50-H Ledger 5; 13.00
CL-H-60-H Ledger 6' 15.50
CL-H-70-H Ledger r 18.00
CL-H-80-H Ledger 8 21.00
CL-H-90-H Ledger 9 23.00
CL-H-100-H Ledger 10° 26.00
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